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Short Environmental Assessment Form 
Part 1 - Project Information 

Instructions for Completing 

Part 1 – Project Information.  The applicant or project sponsor is responsible for the completion of Part 1.  Responses become part of the 
application for approval or funding, are subject to public review, and may be subject to further verification.  Complete Part 1 based on 
information currently available.  If additional research or investigation would be needed to fully respond to any item, please answer as 
thoroughly as possible based on current information. 

Complete all items in Part 1. You may also provide any additional information which you believe will be needed by or useful to the 
lead agency; attach additional pages as necessary to supplement any item. 

Part 1 – Project and Sponsor Information 

Name of Action or Project: 

Project Location (describe, and attach a location map): 

Brief Description of Proposed Action: 

Name of Applicant or Sponsor: Telephone: 

E-Mail:
Address: 

City/PO: State: Zip Code: 

1. Does the proposed action only involve the legislative adoption of a plan, local law, ordinance,
administrative rule, or regulation?

If Yes, attach a narrative description of the intent of the proposed action and the environmental resources that 
may be affected in the municipality and proceed to Part 2.  If no, continue to question 2. 

NO YES 

2. Does the proposed action require a permit, approval or funding from any other government Agency?
If Yes, list agency(s) name and permit or approval:

NO YES 

3. a. Total acreage of the site of the proposed action?     __________ acres 
b. Total acreage to be physically disturbed?     __________ acres 
c. Total acreage (project site and any contiguous properties) owned

or controlled by the applicant or project sponsor?     __________ acres 

4. Check all land uses that occur on, are adjoining or near the proposed action:

Rural (non-agriculture)       Industrial        Commercial        Residential (suburban) 

 Aquatic   Other(Specify):Agriculture

□  Urban

□  Forest 

SEAF 2019

Parkland

http://www.dec.ny.gov/permits/90156.html
http://www.dec.ny.gov/permits/90178.html
http://www.dec.ny.gov/permits/90533.html
http://www.dec.ny.gov/permits/90533.html
http://www.dec.ny.gov/permits/90380.html
http://www.dec.ny.gov/permits/90372.html
http://www.dec.ny.gov/permits/90372.html
http://www.dec.ny.gov/permits/90372.html
http://www.dec.ny.gov/permits/90372.html
http://www.dec.ny.gov/permits/90390.html
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5. Is the proposed action,

a. A permitted use under the zoning regulations?

b. Consistent with the adopted comprehensive plan?

NO YES N/A 

6. Is the proposed action consistent with the predominant character of the existing built or natural landscape?
NO YES 

7. Is the site of the proposed action located in, or does it adjoin, a state listed Critical Environmental Area?

If Yes, identify: ________________________________________________________________________________ 

NO YES 

8. a.    Will the proposed action result in a substantial increase in traffic above present levels?

b. Are public transportation services available at or near the site of the proposed action?

c. Are any pedestrian accommodations or bicycle routes available on or near the site of the proposed
action?

NO YES 

9. Does the proposed action meet or exceed the state energy code requirements?

If the proposed action will exceed requirements, describe design features and technologies:

_____________________________________________________________________________________________

_____________________________________________________________________________________________

NO YES 

10. Will the proposed action connect to an existing public/private water supply?

If No, describe method for providing potable water: _________________________________________ 

_____________________________________________________________________________________________ 

NO YES 

11. Will the proposed action connect to existing wastewater utilities?

If No, describe method for providing wastewater treatment: ______________________________________ 

_____________________________________________________________________________________________ 

NO YES 

archaeological sites on the NY State Historic Preservation Office (SHPO) archaeological site inventory?

NO YES 

13. a.   Does any portion of the site of the proposed action, or lands adjoining the proposed action, contain
wetlands or other waterbodies regulated by a federal, state or local agency?

b. Would the proposed action physically alter, or encroach into, any existing wetland or waterbody?

If Yes, identify the wetland or waterbody and extent of alterations in square feet or acres: _____________________ 

_____________________________________________________________________________________________ 

_____________________________________________________________________________________________ 

NO YES 

12. a. Does the project site contain, or is it substantially contiguous to, a building, archaeological site, or district
which is listed on the National or State Register of Historic Places, or that has been determined by the
Commissioner of the NYS Office of Parks, Recreation and Historic Preservation to be eligible for listing on the
State Register of Historic Places?

b. Is the project site, or any portion of it, located in or adjacent to an area designated as sensitive for

http://www.dec.ny.gov/permits/90444.html
http://www.dec.ny.gov/permits/90444.html
http://www.dec.ny.gov/permits/90449.html
http://www.dec.ny.gov/permits/90454.html
http://www.dec.ny.gov/permits/90470.html
http://www.dec.ny.gov/permits/90492.html
http://www.dec.ny.gov/permits/90497.html
http://www.dec.ny.gov/permits/90507.html
http://www.dec.ny.gov/permits/90517.html
http://www.dec.ny.gov/permits/90517.html
http://www.dec.ny.gov/permits/90512.html
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14. Identify the typical habitat types that occur on, or are likely to be found on the project site. Check all that apply:

□Shoreline     □ Forest       Agricultural/grasslands        Early mid-successional

Wetland       □ Urban       Suburban 

15. Does the site of the proposed action contain any species of animal, or associated habitats, listed by the State or
Federal government as threatened or endangered?

NO YES 

16. Is the project site located in the 100-year flood plan? NO YES 

17. Will the proposed action create storm water discharge, either from point or non-point sources?
If Yes,

a. Will storm water discharges flow to adjacent properties?

b. Will storm water discharges be directed to established conveyance systems (runoff and storm drains)?
If Yes, briefly describe: 
_____________________________________________________________________________________________ 

_____________________________________________________________________________________________ 

NO YES 

18. Does the proposed action include construction or other activities that would result in the impoundment of water
or other liquids (e.g., retention pond, waste lagoon, dam)?

If Yes, explain the purpose and size of the impoundment:______________________________________________ 

____________________________________________________________________________________________

_ 

NO YES 

19. Has the site of the proposed action or an adjoining property been the location of an active or closed solid waste
management facility?

If Yes, describe: _______________________________________________________________________________ 

_____________________________________________________________________________________________ 

NO YES 

20.Has the site of the proposed action or an adjoining property been the subject of remediation (ongoing or
completed)            for hazardous waste?
If Yes, describe: _______________________________________________________________________________

_____________________________________________________________________________________________ 

NO YES 

I CERTIFY THAT THE INFORMATION PROVIDED ABOVE IS TRUE AND ACCURATE TO THE BEST OF 
MY KNOWLEDGE 

    Date: _____________________ Applicant/sponsor/name: ____________________________________________________ __________________________   

Signature: _____________________________________________________Title:__________________________________

http://www.dec.ny.gov/permits/90194.html
http://www.dec.ny.gov/permits/90545.html
http://www.dec.ny.gov/permits/90545.html
http://www.dec.ny.gov/permits/90565.html
http://www.dec.ny.gov/permits/90575.html
http://www.dec.ny.gov/permits/90580.html
http://www.dec.ny.gov/permits/90580.html
http://www.dec.ny.gov/permits/90585.html
http://www.dec.ny.gov/permits/90585.html
http://www.dec.ny.gov/permits/90590.html
http://www.dec.ny.gov/permits/90590.html
http://www.dec.ny.gov/permits/90595.html






BUILDING SEWER CONNECTION 
N.T.S.

SET IN STANDARD

BY TYLER PIPE OR
AS MANUFACTURED
CAST IRON FERRULE
S-PLAIN COUNTERSUNK
BRASS THREADED CAP
NOTE:

APPROVED EQUAL

6" PVC SDR-35

6"X6"X6" WYE

GRADE

SANITARY SEWER

#1A STONE

R.O.W OR EASEMENT

6" PVC SCH 40

ADAPT TO
BUILDING
SEWER

SET AT GRADE

CONNECT 
TO SEWER
SERVICE

SANITARY 
  SEWER MAIN

W/ TRACER WIRE

R.O.W.

PRIVATE OWNER

DETECTABLE WARNING TAPE
2' +/- COVER

TEMPORARY WOODED STAKE

CONNECTIONS OR FLEXIBLE

SEWERS SHALL BE PVC GASKETED
2. CONNECTIONS TO EXISTING
COUPLINGS SHALL BE  USED
GASKETED TYPE. NO GLUED
1. ALL CONNECTIONS SHALL BE
GENERAL NOTE:

WYE CONNECTION SADDLES
3. FURNCO COUPLINGS WILL NOT
BE ALLOWED
STANDARDS
ASTM D3034

WASHED NYSDOT #1
CRUSHED AGGREGATE

1/4"PER FT

COVER LABELED SEWER

N.T.S.

X X X X X X X

TOOLED EDGE

6 x 6 x 10/10
WELDED WIRE MESH

6" THICK 4000 PSI CLASS A
CONCRETE PER NYSDOT
501 WITH 5-7% AIR
ENTRAINMENT

TOOLED EDGE

PROVIDE C.J. @ 10'x10'

6" CONCRETE PAVEMENT SECTION

4" NO. 1 CRUSHED STONE

N

S

W E

E
A

ST
 W

A
SH

IN
G

T
O

N
 S

T
R

E
E

T

EXISTINGGARAGE

HOUSE
2 STORYWOOD FRAME

NO 31

ADJOINER'S GRAVEL DRIVEWAY

GRAVEL DRIVEWAY

2.4
'

N2
7°3

8'5
9"E

46
.68

'

S54°47'40"E409.86'

N56°35'49"W403.28'

0.37 ACRES

INSTRUMENT NO. 29787-001

NOW OR FORMERLY LANDS OF CHRISTOPHER KARNS

ADJOINER'S VINYL FENCE

PAVILLION
ADJOINER'S

11
.4'

PER DEED LIBER 389 PAGE 364

LANDS PREVIOUSLY EXCEPTED

81
.0'

INSTRUMENT NO. 27868-001

NOW OR FORMERLY LANDS OF GREGORY J. THOMPSON

GRE
AT

 VA
LL

EY
 CR

EE
K

TO
P O

F B
AN

K
LOT 95 LOT 96

LOT 95 LOT 96

APPROXIMATE LOCATION OF LOT LINE

S36°
18'

05"
W

33.
60'

58
.0'

R.
O.

W

R.
O.

W

SID
EW

AL
K

CE
NT

ER
LIN

E O
F E

XIS
TIN

G 
PA

VE
ME

NT

32.96'

ELIZ
ABETH STREET

CENTERLINE OF EXISTING PAVEMENT

90

25
'

14
.0'

16.0'

25
' F

RO
NT

 SE
TB

AC
K

10' SIDE SETBACK

10' SIDE SETBACK

35
' R

EA
R SE

TB
AC

K

ADJOINER'S VINYL FENCE

SID
EW

AL
K

13
.3'

228.5'

SHED
EXISTING
REMOVE

REMOVE

COVE
RED

 

PATIO

20
.0'

GARAGE
NEW

NEW SIDEWALK

GRAVEL DRIVEWAY

1538

BFE 1539.8

FF 1541.8

FF 1540.0

x39.9

39.9x

39.9x

39.9x

1539

ADJOINER'S GRAVEL PARKING

PARKING
9'x18' SPACES

SNOW
STORAGE

SNOW
STORAGE

(5) SPACES
2' SNOWSTORAGE

FE
MA

 FL
OO

DW
AY

12
' 24'

PAVILLION
PROPOSED

CONCRETE SIDEWALK

LANDSCAPING

EXISTING FIRE PIT

WATER FEATURE

143.2'

15
.5'

11
.3'
CONCRETE SIDEWALK

  COMPOST FILTER SOCK (SILT SOCK)  
N.T.S.

PLAN VIEW

SECTION VIEW

COMPOST FILTER SOCK
2"x2" WOODEN STAKES, PLACED 10' O.C.

BROWN/PLACED FILTER MEDIA

DISTURBED AREA UNDISTURBED AREA

12" MIN.

UNDISTURBED AREA

DISTURBED AREA

COMPOST FILTER SOCK

2"x2" WOODEN STAKES,
PLACED 10' O.C.

EXISTING CONTOURS
TYP.

8'

FL
O

W

FLO
W

NOTES:
1.  LOCATE STOCKPILES SO THAT THEY ARE 50 FEET FROM ANY STORM DRAIN INLET,OPEN CHANNEL,

WETLAND OR WATERBODY. REDIRECT ANY CONCENTRATED FLOW AROUND THE STOCKPILE USING
AN APPROVED E&S MEASURE

2.  SECURE THE PERIMETER OF THE STOCKPILE WITH A FILTER SOCK.
3.  IF STOCKPILE IS TO REMAIN INACTIVE FOR MORE THAN 14 CALENDAR DAYS, THE STOCKPILE MUST

BE VEGETATED. THE STOCKPILE SHALL BE RESTABILIZED IF THE TEMPORARY VEGETATION DIES OR
EROSION RESULTS.

TOPSOIL STOCKPILE DETAIL
N.T.S.

SECTION  

FILTER SOCK
(SEE DETAIL)

STABILIZE PER TEMPORARY
VEGETATION SPECIFICATIONS

1 MAX

1

FILTER SOCK
(SEE DETAIL)

STOCKPILE ENTRANCE TO BE LOCATED
ON THE UPSLOPE SIDE IF NEEDED

PLAN  

1 on 3 FOR VEHICLES

BACKFILL W/

MATERIAL
EXCAVATED

N.T.S.
TYPICAL LAWN DRAIN

6" DRAIN

3"
PLUG

CONCRETE BRICK

PVC CL 3034
8"x8"x6" TEE

RISER
8" PVC

FINISH GRADE
SLOPE TO DRAIN

STEEL GRATE AS MANUF. BY
AGRI-DRAIN or EQUAL

18" DIAMETER FILTER SOCK
(ALSO AVAILABLE IN 8", 12" AND 24" DIAMETERS)

18" DIAMETER FILTER SOCK
(ALSO AVAILABLE IN 8", 12" AND 24" DIAMETERS)

2" X 2" X 36" WOODEN
STAKES PLACED 5' O.C.

2" X 2" X 36" WOODEN
STAKES PLACED 5' O.C.

MAXIMUM DEPTH OF CONTAMINATED WATER
 IS 50% OF CONCRETE WASHOUT  HEIGHT

PUMP CONTAMINATED WATER INTO CONCRETE WASHOUT

SECTION  

PLAN  

NOTES:
1.  INSTALL ON FLAT GRADE FOR OPTIMUM PERFORMANCE
2.  CONCRETE WASHOUT MAY BE STACKED IN A PYRAMIDAL
 CONFIGURATION FOR ADDED HEIGHT AND STABILITY
3. CONCRETE WASHOUT MAY BE DIRECT SEEDED
 AT THE TIME OF INSTALLATION
4.SIZE AND MAINTAIN ACCORDING TO THE NYS STANDARDS
  AND SPECIFICATIONS FOR EROSION AND SEDIMENT CONTROL
5. MINIMUM SIZE OF 8'x8'x2' DEEP, SIZE PER 57 GAL PER TRUCK

CONCRETE WASHOUT
N.T.S.

10 MIL PLASTIC SHEET

GEO-TEXTILE
TYPAR 3401 
OR EQUAL

1
6

24"

@ 0.5% MIN GRADE

24" MIN.

NO. 2 STONE
AND VARIES

12" MIN.

8" LAYER OF  OVER SIZE
STONE (3"-4")

FRENCH DRAIN
N.T.S.

6" HDPE (PERF.)

TYPICAL TRENCH -  WATER

OPEN AREA       PAVEMENT / PARKING AREAS

1" HD PE DR-9

MIN.
4"

MIN.
12"

WATER

MATERIAL
EXCAVATED
BACKFILL W/

GRADE
MOUND BACKFILL

NO. 1A STONE

MATERIAL
GRANULAR
COMPACTED
FULL DEPTH  

 BASE

MIN.
5'-0"

COVER

MIN.
12"WITH LOCATER

WIRE
(200 PSI)

NATIVE EXCAVATED MATERIAL

GROUND LINE

MOUND OVER TRENCH

LAWN AREASPAVEMENT AREAS

VARIES

12"
MIN.

4"
MIN.

8" - 12"SANITARY SEWER
6" PVCSDR-35

NO.1 STONE

TYPICAL TRENCH - SEWER

MAGNETIC LOCATOR TAPE

24"
MIN.

COMPACTED
SELECT
GRANULAR
MATERIAL4' 

MI
N 

8'-
0"

 M
AX

 C
OV

ER

TRACER WIRE

NOTE:
SHAPE SUBGRADE TO
MATCH PROPOSED
FINISHED GRADELINE

ASPHALT PAVEMENT SECTION
N.T.S.

8" NYSDOT SUB-BASE
COURSE 304-2.02 TYPE 4

PREPARED SUBGRADE

3" NYSDOT TYPE 3 DENSE BINDER

1 12" NYSDOT TYPE 7 TOP

BY SITEWORK CONTRACTOR 

BY SITEWORK CONTRACTOR 

CONTRACTOR TO OVER EXCAVATE
SOFT AREAS ENCOUNTERED 

SECTION A-A

PLAN

A

A

N.T.S.

NO.2 STONE ( CLEAN CRUSHED STONE ) EXISTING
PAVEMENT

EXISTING
GROUND

NOTES:
1. STONE SIZE NO.2  ( CLEAN CRUSHED STONE ).
2. PLACE FILTER FABRIC OVER ENTIRE AREA PRIOR TO PLACING STONE.
3. ALL SURFACE WATER FLOWING TOWARD CONSTRUCTION ENTRANCE TO

BE    PIPED ACROSS THE ENTRANCE.
4. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL

PREVENT TRACKING OR FLOWING OF SEDIMENT ONTO PUBLIC ROADS.
ALL SEDIMENT SPILLED, DROPPED, WASHED OR TRACKED ONTO PUBLIC
R.O.W. SHALL BE REMOVED IMMEDIATELY.

5. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA
STABLIZED WITH STONE AND WHICH DRAINS INTO AN APPROVED
SEDIMENT TRAPPING DEVICE.

6. PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE
PROVIDED    AFTER EACH RAIN STORM.

50' LONG

10' MIN.

10' MIN.10' MIN.

6" MIN. STONE PAVEMENT
FILTER FABRIC

20' WIDE

STABILIZED CONSTRUCTION ENTRANCE DETAIL

20' WIDE

TYPICAL SIDEWALK DETAIL

1/4" PER FT. MAX

N.T.S.

X X X X X X X

TOOLED EDGE

6 x 6 x 10/10
WELDED WIRE MESH

4000 PSI CLASS A
CONCRETE PER NYSDOT

501 WITH 5-7% AIR
ENTRAINMENT

4" NO. 1 CRUSHED STONE

TOOLED EDGE

FOR WIDTH SEE PLAN (5' TYP.)
BROOM FINISH

4" THICKNESS

DRAWING NO:

DATE:

REVISION DATE: DRAWN BY:

REVIEWED BY:
10-10-2024

PR
O

PO
SE

D

  AARON B.
 TILLER

COMMERCIAL, INDUSTRIAL, RESIDENTIAL
CAD SERVICES

 C

5 PINE STREET
ALLEGANY, NEW YORK 14706

716-307-3684
AARONTILLER@GMAIL.COM

DOCUMENT STATUS
DATE:   10-10-2024

NOT FOR CONSTRUCTION

PROGRESS SET

PRELIMINARY

FINAL
ISSUED BY:           ABT

SITE PLAN
SCALE: 1"=20' C101

SI
TE

 P
LA

N

RE
SI

DE
NT

IA
L 

  D
 E

 S
 I 

G 
N

F 
O 

R

31
 E

AS
T 

W
AS

HI
NG

TO
N

EL
LI

CO
TT

VI
LL

E,
 N

EW
 Y

OR
K 

 1
47

31

SA
BA

TO
S

R
ES

ID
EN

C
E

VILLAGE RESIDENTIAL ZONING - (VR)

LOT SIZE AS PLATTED
MINIMUM BUILDING SIZE 1000 SF
SIDE YARD 10',30 TOTAL
FRONT YARD 25'
REAR YARD 35'
OPEN SPACE 40%
BUILDING HEIGHT 28',  min1.5 STORIES
ACCESSORY BUILDING

HEIGHT                           70% OF PRINCIPLE BLDG
MAX SIZE                        60% OF PRINCIPLE

OR 1,320 SF MIN
MIN APARTMENT SIZE  550 SF

AutoCAD SHX Text
NTS

AutoCAD SHX Text
NTS

AutoCAD SHX Text
NTS

AutoCAD SHX Text
NTS

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
PAVEMENT

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
W

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
S

AutoCAD SHX Text
MAGNETIC

AutoCAD SHX Text
NOTE: THIS MAP IS NOT A LEGAL SURVEY AND IS NOT INTENDED AS SUCH.  BUILDING STAKE OUT SHOULD BE BASED ON THE LABELED DIMENSIONS AND AN ACCURATE INSTRUMENT SURVEY.

AutoCAD SHX Text
NOTE:        BEFORE DIGGING NOTIFY -   :        BEFORE DIGGING NOTIFY -   DIG SAFELY NEW YORK  1-800-962-7962

AutoCAD SHX Text
BOUNDARY SURVEY PROVIDED BY FREEMAN & FREEMAN SURVEYING 

gkeyser
Area Measurement
5,051.29 sf

gkeyser
Area Measurement
300.42 sf



FLOOR PLAN

FOUNDATION PLAN

CROSS SECTION A202

DRAWING NO:

DATE:

REVISION DATE: DRAWN BY:

REVIEWED BY:

ABT

AARON B.
 TILLER

COMMERCIAL, INDUSTRIAL, RESIDENTIAL
CAD SERVICES

 C

5 PINE STREET
ALLEGANY, NEW YORK 14706

716-307-3684
AARONTILLER@GMAIL.COM

DOCUMENT STATUS
DATE:     10-10-2024

NOT FOR CONSTRUCTION

PROGRESS SET

PRELIMINARY

FINAL
ISSUED BY:           ABT

RE
SI

DE
NT

IA
L 

  D
 E

 S
 I 

G 
N

F 
O 

R

31
 E

AS
T 

W
AS

HI
NG

TO
N

EL
LI

CO
TT

VI
LL

E,
 N

EW
 Y

OR
K 

 1
47

31

SA
BA

TO
S

R
ES

ID
EN

C
E

FL
O

O
R

 P
LA

N

A101
10/10/2024

PA
VI

LL
IO

N

FO
U

N
D

AT
IO

N
 P

LA
N

AutoCAD SHX Text
GENERAL NOTES:

AutoCAD SHX Text
2.  THE CONTRACTOR IS RESPONSIBLE TO CHECK THE PLANS AND IS TO

AutoCAD SHX Text
NOTIFY THE DESIGNER OF ANY ERRORS OR OMISSIONS PRIOR TO THE

AutoCAD SHX Text
START OF CONSTRUCTION. OWNER/CONTRACTOR SHALL VERIFY WITH

AutoCAD SHX Text
LOCAL BLDG. DEPT. WHICH CLIMATE ZONE THE PROJECT WILL BE BUILT IN.

AutoCAD SHX Text
3.  WRITTEN DIMENSIONS SHALL HAVE PRECEDENCE OVER SCALED

AutoCAD SHX Text
DIMENSIONS.  DO NOT SCALE THE DRAWINGS.

AutoCAD SHX Text
4.  DESIGN LOADS:

AutoCAD SHX Text
(IF YOUR LOCAL AREA REQUIRES DIFFERENT DESIGN LOADS CONSULT

AutoCAD SHX Text
WITH A LOCAL QUALIFIED PROFESSIONAL TO DETERMINE THE

AutoCAD SHX Text
APPROPRIATE REVISIONS.)

AutoCAD SHX Text
5.  THIS PLAN IS DESIGNED TO MEET 2010 NYS RESIDENTIAL ENERGY

AutoCAD SHX Text
CODE UNDER PRESCRIPTIVE ENVELOPE REQUIREMENTS FOR RESIDENTIAL

AutoCAD SHX Text
BLDGS.  IN ADDITION TO PRESCRIPTIVE ENVELOPE  REQUIREMENTS

AutoCAD SHX Text
INSULATION:

AutoCAD SHX Text
GLAZING/

AutoCAD SHX Text
DOORS

AutoCAD SHX Text
ROOF (L.L.)

AutoCAD SHX Text
FLOOR (L.L. + D.L.)

AutoCAD SHX Text
STAIRS (L.L. + D.L.)

AutoCAD SHX Text
GARAGE FLOOR (L.L.)

AutoCAD SHX Text
DECKS (L.L. + D.L.)

AutoCAD SHX Text
BALCONIES (EXT.) (L.L. + D.L.)

AutoCAD SHX Text
33 PSF

AutoCAD SHX Text
50 PSF

AutoCAD SHX Text
100 PSF

AutoCAD SHX Text
50 PSF

AutoCAD SHX Text
50 PSF

AutoCAD SHX Text
70 PSF

AutoCAD SHX Text
(2,000# POINT)

AutoCAD SHX Text
ROOF (VAULTED CEILING)

AutoCAD SHX Text
ROOF (FLAT CEILING)

AutoCAD SHX Text
EXTERIOR WALLS

AutoCAD SHX Text
UNDERFLOOR INSULATION

AutoCAD SHX Text
WALLS BELOW GRADE

AutoCAD SHX Text
SLAB EDGES @ HEATED AREAS

AutoCAD SHX Text
FORCED AIR DUCT (AT UNHEATED AREA)

AutoCAD SHX Text
R-49

AutoCAD SHX Text
R-38

AutoCAD SHX Text
R-21

AutoCAD SHX Text
R-30

AutoCAD SHX Text
R-15

AutoCAD SHX Text
R-15

AutoCAD SHX Text
R-8

AutoCAD SHX Text
MAXIMUM WINDOW AREA

AutoCAD SHX Text
WINDOW CLASS

AutoCAD SHX Text
ENTRY DOOR CLASS (MAX 28 SQ. FT.)

AutoCAD SHX Text
FULL LIGHT GLASS DOOR CLASS

AutoCAD SHX Text
OTHER DOORS (50%%% MAX GLAZING) (*)

AutoCAD SHX Text
SKYLIGHT CLASS (MAX. 2% OF HEATED SPACE)

AutoCAD SHX Text
NO LIMIT

AutoCAD SHX Text
U = .35

AutoCAD SHX Text
U = .54

AutoCAD SHX Text
U = .40

AutoCAD SHX Text
U = .20

AutoCAD SHX Text
U = .60

AutoCAD SHX Text
30 PSF

AutoCAD SHX Text
ATTIC STORAGE (CLG JST) (L.L. + D.L.)

AutoCAD SHX Text
40 PSF

AutoCAD SHX Text
ROOF (L.L. + D.L.) (SHAKE/COMP)

AutoCAD SHX Text
ROOF (L.L. + D.L.) 

AutoCAD SHX Text
48 PSF

AutoCAD SHX Text
PRESCRIPTIVE ENVELOPE REQUIREMENTS

AutoCAD SHX Text
AN ADDITIONAL MEASURE MUST BE SELECTED.  SEE ADDITIONAL MEASURE BELOW.

AutoCAD SHX Text
1.  ALL WORK IS TO COMPLY WITH THE LATEST ADOPTED VERSION OF THE NEW YORK STATE RESIDENTIAL CODE AND/OR ANY APPLICABLE COUNTY OR LOCAL JURISDICTION.

AutoCAD SHX Text
10.  ALL EXTERIOR WINDOWS ARE TO BE DOUBLE GLAZED AND ALL EXTERIOR DOORS ARE TO BE SOLID CORE WITH WEATHERSTRIPPING. PROVIDE 1/2" IN. DEAD BOLT LOCKS ON ALL EXTERIOR DOORS, AND LOCKING DEVICES ON ALL DOORS AND WINDOWS WITHIN 10' FT. (VERTICAL) OF GRADE. 

AutoCAD SHX Text
9.  SKYLIGHTS ARE ASSUMED TO BE PRE-MANUFACTURED UNIT SKYLIGHTS.  UNIT SKYLIGHTS SHALL BE COMPLIANT WITH THE REQUIREMENTS OF O.R.S.C. SECTION NF1112.

AutoCAD SHX Text
8.  ALL WINDOWS WITHIN 24" OF ANY DOOR (REGARDLESS OF WALL PLANE), AND WHOSE BOTTOM EDGE IS LESS THAN 60" ABOVE FLOOR OR WALKING SURFACE SHALL HAVE TEMPERED GLAZING.

AutoCAD SHX Text
7.  INSULATE ALL ACCESS DOOR/HATCHES TO CRAWLSPACES AND ATTICS TO THE EQUIVALENT RATING OF THE WALL, FLOOR, OR CEILING THROUGH WHICH THEY PENETRATE.

AutoCAD SHX Text
6.  ALL EXPOSED INSULATION IS TO HAVE A FLAME SPREAD RATING NOT TO EXCEED 25.  A SMOKE-DEVELOPED INDEX NOT TO EXCEED 450, WHEN TESTED IN ACCORDANCE WITH ASTM E 84, AND CRITICAL RADIANT FLUX NOT LESS THAN 0.12 WATTS PER SQUARE CENTIMETER.

AutoCAD SHX Text
11.  GLAZING IN DOORS AND ENCLOSURES FOR HOT TUBS, WHIRLPOOLS,  SAUNAS, STEAM ROOMS, BATHTUBS & SHOWERS, AND IN ANY PART OF A  BUILDING WALL ENCLOSING THESE COMPARTMENTS, WHERE BOTTOM EDGE  OF GLAZING IS LESS THAN 60" MEASURED VERTICALLY ABOVE ANY  STANDING OR WALKING SURFACE, TO BE TEMPERED GLAZING.

AutoCAD SHX Text
12.  BASEMENTS  AND EVERY SLEEPING ROOM TO  HAVE MIN. WINDOW OPENING OF 5.7 SQ. FT. WITH A MIN. WIDTH OF 20" IN.  AND A SILL HGT. NOT MORE THAN 44" IN. ABOVE FIN. FLOOR.

AutoCAD SHX Text
13.  SMOKE DETECTORS SHALL BE INSTALLED IN EA. SLEEPING ROOM,  OUTSIDE THE IMMEDIATE VICINITY OF EACH SLEEPING AREA AND ON  EACH STORY OF THE DWELLING.  ALL DETECTORS SHALL BE  INTERCONNECTED SUCH THAT THE ACTUATION OF ONE ALARM WILL  ACTUATE ALL THE ALARMS AND WILL BE AUDIBLE IN ALL SLEEPING  AREAS OVER BACKGROUND NOISE LEVELS WITH ALL INTERVENING DOORS  CLOSED.

AutoCAD SHX Text
14.  ELECTRICAL RECEPTACLES IN BATHROOMS, KITCHENS, EXTERIOR  LOCATIONS AND GARAGES SHALL BE G.F.I. OR G.F.I.C. PER NATIONAL  ELECTRICAL CODE (N.E.C.) REQUIREMENTS. 

AutoCAD SHX Text
15.  INTERIOR & EXTERIOR STAIRS SHALL HAVE A MEANS TO ILLUMINATE  THE STAIRS, INCLUDING LANDINGS & TREADS.  INTERIOR STAIRS OF 6  STEPS OR MORE SHALL HAVE THE REQUIRED LIGHTING IN THE IMMEDIATE  VICINITY OF THE TOP & BOTTOM OF THE STAIRS.  EXTERIOR STAIRWAYS  SHALL BE PROVIDED WITH AN ARTIFICIAL LIGHT SOURCE LOCATED IN THE  IMMEDIATE VICINITY OF THE TOP LANDING OF STAIR. EXTERIOR STAIRS  LEADING FROM GRADE TO BASEMENT SHALL HAVE AN ARTIFICIAL LIGHT  SOURCE IN THE IMMEDIATE VICINITY OF THE BOTTOM LANDING OF STAIRS.  LIGHTING FOR INTERIOR STAIRS SHALL BE CONTROLLED FROM TOP &  BOTTOM OF EA. STAIR.  

AutoCAD SHX Text
16.  PROVIDE COMBUSTION AIR VENTS (W/ SCREEN AND BACK DAMPER)  FOR FIREPLACES, WOOD STOVES, AND ANY APPLIANCES WITH AN OPEN  FLAME.

AutoCAD SHX Text
17.  BATHROOMS AND UTILITY ROOMS ARE TO BE VENTED TO THE OUTSIDE  WITH A FAN CAPABLE OF PRODUCING A MIN. 80 cfm INTERMITTENT, ROOMS W/ BATHING OR SPA FACILITIES SHALL BE CONTROLLED BY A DEHUMIDISTAT, TIMER OR SIMILAR MEANS OF AUTOMATIC CONTROL,  DRYER & RANGE HOODS ARE ALSO TO BE VENTED TO EXTERIOR.

AutoCAD SHX Text
18.  SPECIFIC MANUFACTURES AND MATERIALS DEPICTED ON THESE PLANS  ARE AN INDICATION OF QUALITY AND STRENGTH.  VERIFY ALL  CONSTRUCTION MATERIAL SUBSTITUTIONS WITH CURRENT APPLICABLE  BUILDING CODES AND LOCAL BUILDING OFFICAILS PRIOR TO  INSTALLATION/SUBSTITUTION.

AutoCAD SHX Text
FRAMING NOTES:

AutoCAD SHX Text
LVL MATERIALS **

AutoCAD SHX Text
Fb = 2600  E = 1.8 Fv = 285

AutoCAD SHX Text
Fb = 2900  E = 2.0 Fv = 290

AutoCAD SHX Text
*  PSL INDICATES PARALLEL STRAND LUMBER

AutoCAD SHX Text
** LVL INDICATES LAMINATED VENEER LUMBER

AutoCAD SHX Text
PSL MATERIALS *

AutoCAD SHX Text
H.

AutoCAD SHX Text
LUMBER SPECIES:

AutoCAD SHX Text
9.

AutoCAD SHX Text
A. POSTS, BEAMS, HEADERS

AutoCAD SHX Text
JOISTS AND RAFTERS

AutoCAD SHX Text
SILLS, PLATES, BLOCKING

AutoCAD SHX Text
BRIDGING ETC.

AutoCAD SHX Text
STUDS

AutoCAD SHX Text
POST & BEAM DECKING

AutoCAD SHX Text
PLYWOOD SHEATHING

AutoCAD SHX Text
GLU-LAM BEAMS

AutoCAD SHX Text
B.

AutoCAD SHX Text
C.

AutoCAD SHX Text
E.

AutoCAD SHX Text
F.

AutoCAD SHX Text
G.

AutoCAD SHX Text
NO. 2 DOUGLAS FIR

AutoCAD SHX Text
NO. 3 DOUGLAS FIR

AutoCAD SHX Text
STUD GRADE S.P.F

AutoCAD SHX Text
UTILITY GRADE D.F.

AutoCAD SHX Text
\" CDX PLY, 32/16

AutoCAD SHX Text
Fb-2400, DRY ADH.

AutoCAD SHX Text
(EXT. ADH @ EXT. CONDITIONS)

AutoCAD SHX Text
STUDS OVER 10' HIGH

AutoCAD SHX Text
D.

AutoCAD SHX Text
NO. 2 OR BETTER D/F

AutoCAD SHX Text
I. 

AutoCAD SHX Text
METAL HANGERS & FASTENERS USED WITH P.T. LUMBER TO BE

AutoCAD SHX Text
STAINLESS STEEL OR HOT DIPPED GALVINIZED.

AutoCAD SHX Text
1.  ALL EXTERIOR WALL OPENINGS & BEARING WALL OPENINGS TO HAVE (2)2 X 10 HEADERS UNLESS OTHERWISE INDICATED.  

AutoCAD SHX Text
2.  ALL EXTERIOR WALLS TO BE BUILT OF 2 X 6 STUDS @ 16" O.C. TYPICALLY UNLESS NOTED OTHERWISE.  ALL INTERIOR WALLS ARE TO BE BUILT OF 2 X 4 STUDS @ 16" O.C. TYPICALLY UNLESS NOTED OTHERWISE.  ALL INTERIOR WALLS SUPPORTING TWO OR MORE FLOORS AND 1 OR MORE ROOF/CEILING ASSEMBLIES SHALL BE 2 X 6 STUDS @ 16" O.C.  

AutoCAD SHX Text
3.  ALL METAL CONNECTORS TO BE "SIMPSON" OR EQUIVALENT.  U.N.O. JOISTS HUNG ON FLUSH BEAMS TO BE ATTACHED WITH U210 OR EQUIVALENT.  MULTIPLE JOISTS USE U210-2/U210-3 AS REQUIRED.  USE OF 10d X 1-1/2" NAILS ARE ALLOWED WITH THESE TYPE OF HANGERS UNLESS NOTED ON THE PLANS.  SEE NAIL CONVERSION CHART FROM CURRENT SIMPSON CATALOG FOR OTHER NOTES AND RESTRICTIONS THAT MAY APPLY.

AutoCAD SHX Text
4.  PROVIDE MIN DOUBLE JOISTS UNDER ALL BEARING WALLS ABOVE, RUNNING PARALLEL TO JOISTS AND SOLID BLOCKING BELOW ALL BEARING WALLS RUNNING PERPENDICULAR TO FLOOR JOISTS.

AutoCAD SHX Text
5.  PROVIDE POSITIVE VENTILATION AT EACH END OF EACH RAFTER SPACE AT VAULTED CLG AREAS,  AND INSULATION BAFFLES AT EAVE VENTS BETWEEN RAFTERS.  RAFTER VENTILATION IS ALSO REQUIRED AT BLOCKING LOCATIONS ABOVE THE PLATE.

AutoCAD SHX Text
6.  PROVIDE FIRE BLOCKING, DRAFT STOPS, & FIRE STOPS AS PER NYS RESIDENTIAL CODE 

AutoCAD SHX Text
7.  HIPS, VALLEY'S AND RIDGES SHALL NOT BE LESS IN DEPTH THAN THE END CUT OF THE RAFTER.

AutoCAD SHX Text
8.  UNLESS NOTED OTHERWISE, POST TO BEAM CONNECTIONS REQUIRE "SIMPSON" BC SERIES CAP/BASE (OR APPROVED EQUAL) CONNECTORS. EXTERIOR APPLICATIONS REQUIRE "SIMPSON" EPB SERIES BASES U.N.O. AND INTERIOR GARAGE POSTS REQUIRE "SIMPSON" CB SERIES BASES.

AutoCAD SHX Text
10.

AutoCAD SHX Text
NAILING SCHEDULE:

AutoCAD SHX Text
JOIST TO SILL OR GIRDER

AutoCAD SHX Text
BRIDGING TO JOIST

AutoCAD SHX Text
2" SUBFLOOR TO GIRDER

AutoCAD SHX Text
SOLE PL. TO JOIST

AutoCAD SHX Text
TOP PL. TO STUDS

AutoCAD SHX Text
STUD TO SOLE PL.

AutoCAD SHX Text
DOUBLE STUDS

AutoCAD SHX Text
DOUBLE TOP PL.

AutoCAD SHX Text
CONTINUOUS HEADER (2 PC.)

AutoCAD SHX Text
CLG. JST. TO PL.

AutoCAD SHX Text
CLG. JST. LAP OVER PL.

AutoCAD SHX Text
CLG. JST. TO RAFTER

AutoCAD SHX Text
RAFTER TO TOP PL.

AutoCAD SHX Text
BUILT-UP CORNER STUDS

AutoCAD SHX Text
PLYWOOD SUBFLOOR

AutoCAD SHX Text
PLY WALL & ROOF SHEATHING

AutoCAD SHX Text
TOP PL. AT INTERSECTIONS

AutoCAD SHX Text
MULTIPLE JOISTS (UP TO 3)

AutoCAD SHX Text
MULTIPLE JOISTS (OVER 3)

AutoCAD SHX Text
1 X 6 SPACED SHEATHING

AutoCAD SHX Text
3-8d

AutoCAD SHX Text
3-8d

AutoCAD SHX Text
2-16d

AutoCAD SHX Text
16d @ 16"o.c.

AutoCAD SHX Text
2-16d

AutoCAD SHX Text
3-8d OR

AutoCAD SHX Text
2-16d

AutoCAD SHX Text
10d @ 24"o.c.

AutoCAD SHX Text
10d @ 24"o.c.

AutoCAD SHX Text
16d @ 16"o.c.

AutoCAD SHX Text
3-8d

AutoCAD SHX Text
3-10d

AutoCAD SHX Text
3-10d

AutoCAD SHX Text
2-16d

AutoCAD SHX Text
10d @ 24"o.c.

AutoCAD SHX Text
6d @ 6" o.c. 

AutoCAD SHX Text
6d @ 12" o.c.

AutoCAD SHX Text
8d @ 6" o.c.

AutoCAD SHX Text
8d @ 12" o.c.

AutoCAD SHX Text
2-10d

AutoCAD SHX Text
16d @ 15" o.c.

AutoCAD SHX Text
\"~ BOLTS W/WASHERS

AutoCAD SHX Text
STAGGERED @ 24" o.c.

AutoCAD SHX Text
2-8d

AutoCAD SHX Text
TOE NAIL

AutoCAD SHX Text
TOE NAIL

AutoCAD SHX Text
BLIND & FACE

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
END NAIL

AutoCAD SHX Text
TOE NAIL

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
EDGE NAIL

AutoCAD SHX Text
TOE NAIL

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
TOE NAIL

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
EDGE NAIL

AutoCAD SHX Text
FIELD NAIL

AutoCAD SHX Text
EDGE NAIL

AutoCAD SHX Text
FIELD NAIL

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
STAGGERED

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
COLLAR TIES (EA. END)

AutoCAD SHX Text
3-10d (U.N.O.)

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
SOLID BLOCKING @ BEARING

AutoCAD SHX Text
3-8d 

AutoCAD SHX Text
TOE NAIL

AutoCAD SHX Text
RAFTERS TO HIPS, VALLEY

AutoCAD SHX Text
OR RIDGES

AutoCAD SHX Text
4-16d

AutoCAD SHX Text
3-16d

AutoCAD SHX Text
TOE NAIL

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
STAPLED ROOF SHEATHING

AutoCAD SHX Text
EDGE NAIL

AutoCAD SHX Text
FIELD NAIL

AutoCAD SHX Text
3" o.c.

AutoCAD SHX Text
6" o.c.

AutoCAD SHX Text
16 ga. 7/16" CROWN 1[" MIN.

AutoCAD SHX Text
RAFTER LEDGERS

AutoCAD SHX Text
EACH STUD

AutoCAD SHX Text
3-20d

AutoCAD SHX Text
2 X 12

AutoCAD SHX Text
18'-10"

AutoCAD SHX Text
23'-0"

AutoCAD SHX Text
26'-7"

AutoCAD SHX Text
22-11"

AutoCAD SHX Text
19'-10"

AutoCAD SHX Text
16'-2"

AutoCAD SHX Text
2 X 10

AutoCAD SHX Text
2 X 8

AutoCAD SHX Text
13'-2"

AutoCAD SHX Text
16'-2"

AutoCAD SHX Text
18'-8"

AutoCAD SHX Text
14'-10"

AutoCAD SHX Text
12'-10"

AutoCAD SHX Text
10'-5"

AutoCAD SHX Text
24"

AutoCAD SHX Text
16"

AutoCAD SHX Text
12"

AutoCAD SHX Text
2 X 6

AutoCAD SHX Text
12"

AutoCAD SHX Text
16"

AutoCAD SHX Text
24"

AutoCAD SHX Text
12"

AutoCAD SHX Text
16"

AutoCAD SHX Text
24"

AutoCAD SHX Text
12"

AutoCAD SHX Text
16"

AutoCAD SHX Text
24"

AutoCAD SHX Text
MEMBER

AutoCAD SHX Text
O.C.

AutoCAD SHX Text
SPAN

AutoCAD SHX Text
SPAC'G

AutoCAD SHX Text
MAX.

AutoCAD SHX Text
MAX.

AutoCAD SHX Text
SPAN

AutoCAD SHX Text
8'-1"

AutoCAD SHX Text
9'-9"

AutoCAD SHX Text
10'-9"

AutoCAD SHX Text
14'-2"

AutoCAD SHX Text
12'-7"

AutoCAD SHX Text
10'-3"

AutoCAD SHX Text
12'-7"

AutoCAD SHX Text
15'-5"

AutoCAD SHX Text
17'-9"

AutoCAD SHX Text
20'-7"

AutoCAD SHX Text
17'-10"

AutoCAD SHX Text
14'-7"

AutoCAD SHX Text
NO. 2 D.F.

AutoCAD SHX Text
DF. #2

AutoCAD SHX Text
17'-5"

AutoCAD SHX Text
21'-4"

AutoCAD SHX Text
24'-8"

AutoCAD SHX Text
21'-2"

AutoCAD SHX Text
18'-5"

AutoCAD SHX Text
15'-0"

AutoCAD SHX Text
12'-3"

AutoCAD SHX Text
15'-0"

AutoCAD SHX Text
17'-2"

AutoCAD SHX Text
13'-5"

AutoCAD SHX Text
11'-11"

AutoCAD SHX Text
9'-8"

AutoCAD SHX Text
(10# D.L.)

AutoCAD SHX Text
SPAN

AutoCAD SHX Text
MAX.

AutoCAD SHX Text
RAFTERS

AutoCAD SHX Text
MAX.

AutoCAD SHX Text
SPAC'G

AutoCAD SHX Text
SPAN

AutoCAD SHX Text
O.C.

AutoCAD SHX Text
MBR

AutoCAD SHX Text
24"

AutoCAD SHX Text
16"

AutoCAD SHX Text
12"

AutoCAD SHX Text
24"

AutoCAD SHX Text
16"

AutoCAD SHX Text
12"

AutoCAD SHX Text
24"

AutoCAD SHX Text
16"

AutoCAD SHX Text
12"

AutoCAD SHX Text
TILE

AutoCAD SHX Text
(19# D.L.)

AutoCAD SHX Text
(L/240 L.L.)

AutoCAD SHX Text
2 X 6

AutoCAD SHX Text
12"

AutoCAD SHX Text
16"

AutoCAD SHX Text
24"

AutoCAD SHX Text
8'-2"

AutoCAD SHX Text
10'-0"

AutoCAD SHX Text
11'-7"

AutoCAD SHX Text
14'-7"

AutoCAD SHX Text
12'-7"

AutoCAD SHX Text
10'-2"

AutoCAD SHX Text
2 X 8

AutoCAD SHX Text
2 X 10

AutoCAD SHX Text
12'-8"

AutoCAD SHX Text
15'-6"

AutoCAD SHX Text
17'-11"

AutoCAD SHX Text
20'-9"

AutoCAD SHX Text
18'-0"

AutoCAD SHX Text
14'-8"

AutoCAD SHX Text
2 X 12

AutoCAD SHX Text
SPAN TABLES

AutoCAD SHX Text
COMP./

AutoCAD SHX Text
SHAKE

AutoCAD SHX Text
(30# L.L.)

AutoCAD SHX Text
FLOOR

AutoCAD SHX Text
(40# L.L.)

AutoCAD SHX Text
(20# L.L.)

AutoCAD SHX Text
CEILING

AutoCAD SHX Text
(10# D.L.)

AutoCAD SHX Text
JOISTS

AutoCAD SHX Text
(L/240 L.L.)

AutoCAD SHX Text
(L/360 L.L.)

AutoCAD SHX Text
BASED ON WWPA,  4th EDITION (SIMPLE UNIFORM LOADING)

AutoCAD SHX Text
SCALE: 3/8"=1'-0"

AutoCAD SHX Text
PAVILLION AREA= 288 SF

AutoCAD SHX Text
WOOD

AutoCAD SHX Text
FIREPLACE

AutoCAD SHX Text
WOOD

AutoCAD SHX Text
PIZZA

AutoCAD SHX Text
OVEN

AutoCAD SHX Text
WOOD TRUSS

AutoCAD SHX Text
WOOD TRUSS

AutoCAD SHX Text
WOOD TRUSS

AutoCAD SHX Text
WOOD TRUSS

AutoCAD SHX Text
AND BUILDING CODE AND THE NEW YORK STATE ENERGY CONSERVATION CODE, AS CURRENTLY IN EFFECT

AutoCAD SHX Text
COMPLIAMCE WITH THE APPLICABLE PROVISIONS OF THE NEW YORK STATE UNIFORM FIRE PREVENTION

AutoCAD SHX Text
AARON B. TILLER,THE PLANS AND  SPECIFICATIONS DEPICTED ON THESE DRAWINGS ARE IN

AutoCAD SHX Text
TO THE BEST OF THE KNOWLEGGE, BELIEF, AND PROFESSIONAL JUDGEMENT OF THE UNDERSIGNED 

AutoCAD SHX Text
SCALE: 3/8"=1'-0"

AutoCAD SHX Text
PAVILLION AREA= 288 SF

AutoCAD SHX Text
WOOD

AutoCAD SHX Text
FIREPLACE

AutoCAD SHX Text
WOOD

AutoCAD SHX Text
PIZZA

AutoCAD SHX Text
OVEN

AutoCAD SHX Text
WOOD TRUSS

AutoCAD SHX Text
WOOD TRUSS

AutoCAD SHX Text
WOOD TRUSS

AutoCAD SHX Text
WOOD TRUSS

AutoCAD SHX Text
4" CONCRETE SLAB

AutoCAD SHX Text
4000 PSI W/ 6x6x10/10 WWM

AutoCAD SHX Text
16" DIA SONATUBE

AutoCAD SHX Text
3500 PSI CONCRETE W/

AutoCAD SHX Text
16" DIA SONATUBE

AutoCAD SHX Text
3500 PSI CONCRETE W/

AutoCAD SHX Text
16" DIA SONATUBE

AutoCAD SHX Text
3500 PSI CONCRETE W/

AutoCAD SHX Text
16" DIA SONATUBE

AutoCAD SHX Text
3500 PSI CONCRETE W/

AutoCAD SHX Text
OPTION: USE HELICAL PILES

AutoCAD SHX Text
OPTION: USE HELICAL PILES

AutoCAD SHX Text
OPTION: USE HELICAL PILES

AutoCAD SHX Text
OPTION: USE HELICAL PILES

AutoCAD SHX Text
12" THICK FOUNDATION

AutoCAD SHX Text
STAND-OFF BRACKET

AutoCAD SHX Text
SIMPSON ARCHITECTURAL

AutoCAD SHX Text
6" #1 STONE BASE

AutoCAD SHX Text
SECTION

AutoCAD SHX Text
SCALE: 1/2" = 1'-0"

AutoCAD SHX Text
A

AutoCAD SHX Text
A101

AutoCAD SHX Text
RUN OF

AutoCAD SHX Text
BANK GRAVEL

AutoCAD SHX Text
CLEAN

AutoCAD SHX Text
NOTE: FOOTING SHALL BE POURED

AutoCAD SHX Text
ON UNDISTURBED SOIL.

AutoCAD SHX Text
(4)#4 DOWELS  VERT.

AutoCAD SHX Text
12

AutoCAD SHX Text
8

AutoCAD SHX Text
4" CONCRETE SLAB

AutoCAD SHX Text
4000 PSI W/ 6x6x10/10 WWM

AutoCAD SHX Text
PAINT SHERWIN WILLIAMS

AutoCAD SHX Text
SOFTWARE

AutoCAD SHX Text
PT 6"x6" POST

AutoCAD SHX Text
(2) 2"x12" 

AutoCAD SHX Text
1"x6" T&G PINE CEILING

AutoCAD SHX Text
16" DIA SONATUBE

AutoCAD SHX Text
3500 PSI CONCRETE W/

AutoCAD SHX Text
PAINT SHERWIN WILLIAMS

AutoCAD SHX Text
SOFTWARE

AutoCAD SHX Text
AZEK TRIM

AutoCAD SHX Text
LET IN EXTERIOR TO POST

AutoCAD SHX Text
(4) 1/2"x5" LAGS

AutoCAD SHX Text
OPTION: USE HELICAL PILES

AutoCAD SHX Text
FOUNDATION NOTES:

AutoCAD SHX Text
1.  FOOTINGS ARE TO BEAR ON UNDISTURBED LEVEL SOIL DEVOID OF ANY ORGANIC MATERIAL AND STEPPED AS REQUIRED TO MAINTAIN THE REQUIRED DEPTH BELOW THE FINAL GRADE. 2.  SOIL BEARING PRESSURE ASSUMED TO BE 1500 PSF. 3.  MAXIMUM SLOPE OF CUTS AND FILLS TO BE TWO (2) HORIZONTAL TO ONE (1) VERTICAL FOR BUILDINGS, STRUCTURES, FOUNDATIONS AND RETAINING WALLS. 4.  ANY FILL UNDER GRADE SUPPORTED SLABS TO BE A MIN. OF 4" IN. GRANULAR MATERIAL COMPACTED TO 95%. 5.  CONCRETE: - MIX AND 28 DAY STRENGTH OF CONCRETE.                                                   MORTAR & GROUT TO BE MIXED PER MFR. REQUIREMENTS. 6.  GARAGE FLOORS TO SLOPE 1/8"/FT MIN. TOWARDS OPENING AS REQUIRED FOR DRAINAGE.  CONCRETE SLABS TO HAVE CONTROL JOINTS AT 10' FT. (MAX.) INTERVALS EA. WAY.  7. CONCRETE SIDEWALKS TO HAVE 3/4" IN. TOOLED JOINTS AT 5' FT. (MIN.) O.C. 8.  REINFORCING STEEL TO BE A-615 GRADE 60.  WELDED OPTIONAL WIRE MESH TO BE A-185. 9.  COVER ENTIRE CRAWL SPACE WITH 6 MIL POLYETHYLENE FILM AND EXTEND UP FOUNDATION WALLS TO P.T. MUDSILL. 10.  ALL WOOD IN CONTACT WITH CONCRETE TO BE PRESSURE TREATED  11.  BEAM POCKETS IN CONCRETE TO HAVE 1/2" IN. AIRSPACE AT SIDES AND ENDS WITH A MIN. BEARING OF 4" IN. 12.  WATERPROOF BASEMENT WALLS BEFORE BACKFILLING.  PROVIDING A 4" IN. DIA. PERFORATED DRAIN TILE BELOW THE TOP OF THE FOOTING (SEE BUILDING SECTIONS).

AutoCAD SHX Text
- BASEMENT WALLS & FOUNDATIONS

AutoCAD SHX Text
  NOT EXPOSED TO WEATHER:

AutoCAD SHX Text
- BASEMENT & INTERIOR

AutoCAD SHX Text
  SLABS ON GRADE:

AutoCAD SHX Text
- BASEMENT WALLS & FOUNDATIONS

AutoCAD SHX Text
  AND GARAGE SLABS

AutoCAD SHX Text
- PORCHES, STEPS, & CARPORT

AutoCAD SHX Text
  SLABS EXPOSED TO WEATHER:

AutoCAD SHX Text
3,500 PSI

AutoCAD SHX Text
3,000 PSI

AutoCAD SHX Text
4,000 PSI

AutoCAD SHX Text
4,000 PSI

AutoCAD SHX Text
  EXPOSED TO THE WEATHER:,

AutoCAD SHX Text
AN ADDITIONAL MEASURE MUST BE SELECTED.  SEE ADDITIONAL MEASURE BELOW.



RIGHT ELEVATION

LEFT ELEVATION

FRONT ELEVATION

REAR ELEVATION

DRAWING NO:

DATE:

REVISION DATE: DRAWN BY:

REVIEWED BY:

ABT

AARON B.
 TILLER

COMMERCIAL, INDUSTRIAL, RESIDENTIAL
CAD SERVICES

 C

5 PINE STREET
ALLEGANY, NEW YORK 14706

716-307-3684
AARONTILLER@GMAIL.COM

DOCUMENT STATUS
DATE:    10-10-2024

NOT FOR CONSTRUCTION

PROGRESS SET

PRELIMINARY

FINAL
ISSUED BY:           ABT

RE
SI

DE
NT

IA
L 

  D
 E

 S
 I 

G 
N

F 
O 

R

31
 E

AS
T 

W
AS

HI
NG

TO
N

EL
LI

CO
TT

VI
LL

E,
 N

EW
 Y

OR
K 

 1
47

31

SA
BA

TO
S

R
ES

ID
EN

C
E

EL
EV

AT
IO

N
S

A201
10/10/2024

PA
VI

LL
IO

N

AutoCAD SHX Text
STAND-OFF BRACKET

AutoCAD SHX Text
SIMPSON ARCHITECTURAL

AutoCAD SHX Text
RIDGE CAP

AutoCAD SHX Text
2"x12"@16" O.C. DF

AutoCAD SHX Text
CONTINUOUS GRACE ICE AND WATER SHIELD

AutoCAD SHX Text
4" CONCRETE SLAB

AutoCAD SHX Text
4000 PSI W/ 6x6x10/10 WWM

AutoCAD SHX Text
NEW SNAP LOCK METAL ROOFING

AutoCAD SHX Text
PAINT SHERWIN WILLIAMS

AutoCAD SHX Text
SOFTWARE

AutoCAD SHX Text
PT 6"x6" POST

AutoCAD SHX Text
PAINT SHERWIN WILLIAMS

AutoCAD SHX Text
SOFTWARE

AutoCAD SHX Text
AZEK TRIM

AutoCAD SHX Text
SCALE: 3/8"=1'-0"

AutoCAD SHX Text
AND BUILDING CODE AND THE NEW YORK STATE ENERGY CONSERVATION CODE, AS CURRENTLY IN EFFECT

AutoCAD SHX Text
COMPLIAMCE WITH THE APPLICABLE PROVISIONS OF THE NEW YORK STATE UNIFORM FIRE PREVENTION

AutoCAD SHX Text
AARON B. TILLER,THE PLANS AND  SPECIFICATIONS DEPICTED ON THESE DRAWINGS ARE IN

AutoCAD SHX Text
TO THE BEST OF THE KNOWLEGGE, BELIEF, AND PROFESSIONAL JUDGEMENT OF THE UNDERSIGNED 

AutoCAD SHX Text
STAND-OFF BRACKET

AutoCAD SHX Text
SIMPSON ARCHITECTURAL

AutoCAD SHX Text
RIDGE CAP

AutoCAD SHX Text
2"x12"@16" O.C. DF

AutoCAD SHX Text
CONTINUOUS GRACE ICE AND WATER SHIELD

AutoCAD SHX Text
4" CONCRETE SLAB

AutoCAD SHX Text
4000 PSI W/ 6x6x10/10 WWM

AutoCAD SHX Text
NEW SNAP LOCK METAL ROOFING

AutoCAD SHX Text
PAINT SHERWIN WILLIAMS

AutoCAD SHX Text
SOFTWARE

AutoCAD SHX Text
PT 6"x6" POST

AutoCAD SHX Text
PAINT SHERWIN WILLIAMS

AutoCAD SHX Text
SOFTWARE

AutoCAD SHX Text
AZEK TRIM

AutoCAD SHX Text
SCALE: 3/8"=1'-0"

AutoCAD SHX Text
STAND-OFF BRACKET

AutoCAD SHX Text
SIMPSON ARCHITECTURAL

AutoCAD SHX Text
RIDGE CAP

AutoCAD SHX Text
2"x12"@16" O.C. DF

AutoCAD SHX Text
CONTINUOUS GRACE ICE AND WATER SHIELD

AutoCAD SHX Text
ALUMINUM SOFFIT

AutoCAD SHX Text
AND FASCIA

AutoCAD SHX Text
12

AutoCAD SHX Text
8

AutoCAD SHX Text
PAINT SHERWIN WILLIAMS

AutoCAD SHX Text
SOFTWARE

AutoCAD SHX Text
PT 6"x6" POST

AutoCAD SHX Text
NEW SNAP LOCK METAL ROOFING

AutoCAD SHX Text
PT 6"x6" TIMBER TRUSS

AutoCAD SHX Text
PAINT SHERWIN WILLIAMS

AutoCAD SHX Text
SOFTWARE

AutoCAD SHX Text
AZEK TRIM

AutoCAD SHX Text
PAINT SHERWIN WILLIAMS

AutoCAD SHX Text
SOFTWARE

AutoCAD SHX Text
SCALE: 3/8"=1'-0"

AutoCAD SHX Text
RIDGE CAP

AutoCAD SHX Text
2"x12"@16" O.C. DF

AutoCAD SHX Text
CONTINUOUS GRACE ICE AND WATER SHIELD

AutoCAD SHX Text
ALUMINUM SOFFIT

AutoCAD SHX Text
AND FASCIA

AutoCAD SHX Text
12

AutoCAD SHX Text
8

AutoCAD SHX Text
PAINT SHERWIN WILLIAMS

AutoCAD SHX Text
SOFTWARE

AutoCAD SHX Text
PT 6"x6" POST

AutoCAD SHX Text
NEW SNAP LOCK METAL ROOFING

AutoCAD SHX Text
PT 6"x6" TIMBER TRUSS

AutoCAD SHX Text
PAINT SHERWIN WILLIAMS

AutoCAD SHX Text
SOFTWARE

AutoCAD SHX Text
AZEK TRIM

AutoCAD SHX Text
PAINT SHERWIN WILLIAMS

AutoCAD SHX Text
SOFTWARE

AutoCAD SHX Text
SCALE: 3/8"=1'-0"



CROSS SECTION A301

DRAWING NO:

DATE:

REVISION DATE: DRAWN BY:

REVIEWED BY:

ABT

AARON B.
 TILLER

COMMERCIAL, INDUSTRIAL, RESIDENTIAL
CAD SERVICES

 C

5 PINE STREET
ALLEGANY, NEW YORK 14706

716-307-3684
AARONTILLER@GMAIL.COM

DOCUMENT STATUS
DATE:    10-10-2024

NOT FOR CONSTRUCTION

PROGRESS SET

PRELIMINARY

FINAL
ISSUED BY:           ABT

RE
SI

DE
NT

IA
L 

  D
 E

 S
 I 

G 
N

F 
O 

R

31
 E

AS
T 

W
AS

HI
NG

TO
N

EL
LI

CO
TT

VI
LL

E,
 N

EW
 Y

OR
K 

 1
47

31

SA
BA

TO
S

R
ES

ID
EN

C
E

C
R

O
SS

 S
EC

TI
O

N

A301
10/10/2024

PA
VI

LL
IO

N

AutoCAD SHX Text
GENERAL NOTES:

AutoCAD SHX Text
2.  THE CONTRACTOR IS RESPONSIBLE TO CHECK THE PLANS AND IS TO

AutoCAD SHX Text
NOTIFY THE DESIGNER OF ANY ERRORS OR OMISSIONS PRIOR TO THE

AutoCAD SHX Text
START OF CONSTRUCTION. OWNER/CONTRACTOR SHALL VERIFY WITH

AutoCAD SHX Text
LOCAL BLDG. DEPT. WHICH CLIMATE ZONE THE PROJECT WILL BE BUILT IN.

AutoCAD SHX Text
3.  WRITTEN DIMENSIONS SHALL HAVE PRECEDENCE OVER SCALED

AutoCAD SHX Text
DIMENSIONS.  DO NOT SCALE THE DRAWINGS.

AutoCAD SHX Text
4.  DESIGN LOADS:

AutoCAD SHX Text
(IF YOUR LOCAL AREA REQUIRES DIFFERENT DESIGN LOADS CONSULT

AutoCAD SHX Text
WITH A LOCAL QUALIFIED PROFESSIONAL TO DETERMINE THE

AutoCAD SHX Text
APPROPRIATE REVISIONS.)

AutoCAD SHX Text
5.  THIS PLAN IS DESIGNED TO MEET 2010 NYS RESIDENTIAL ENERGY

AutoCAD SHX Text
CODE UNDER PRESCRIPTIVE ENVELOPE REQUIREMENTS FOR RESIDENTIAL

AutoCAD SHX Text
BLDGS.  IN ADDITION TO PRESCRIPTIVE ENVELOPE  REQUIREMENTS

AutoCAD SHX Text
INSULATION:

AutoCAD SHX Text
GLAZING/

AutoCAD SHX Text
DOORS

AutoCAD SHX Text
ROOF (L.L.)

AutoCAD SHX Text
FLOOR (L.L. + D.L.)

AutoCAD SHX Text
STAIRS (L.L. + D.L.)

AutoCAD SHX Text
GARAGE FLOOR (L.L.)

AutoCAD SHX Text
DECKS (L.L. + D.L.)

AutoCAD SHX Text
BALCONIES (EXT.) (L.L. + D.L.)

AutoCAD SHX Text
33 PSF

AutoCAD SHX Text
50 PSF

AutoCAD SHX Text
100 PSF

AutoCAD SHX Text
50 PSF

AutoCAD SHX Text
50 PSF

AutoCAD SHX Text
70 PSF

AutoCAD SHX Text
(2,000# POINT)

AutoCAD SHX Text
ROOF (VAULTED CEILING)

AutoCAD SHX Text
ROOF (FLAT CEILING)

AutoCAD SHX Text
EXTERIOR WALLS

AutoCAD SHX Text
UNDERFLOOR INSULATION

AutoCAD SHX Text
WALLS BELOW GRADE

AutoCAD SHX Text
SLAB EDGES @ HEATED AREAS

AutoCAD SHX Text
FORCED AIR DUCT (AT UNHEATED AREA)

AutoCAD SHX Text
R-49

AutoCAD SHX Text
R-38

AutoCAD SHX Text
R-21

AutoCAD SHX Text
R-30

AutoCAD SHX Text
R-15

AutoCAD SHX Text
R-15

AutoCAD SHX Text
R-8

AutoCAD SHX Text
MAXIMUM WINDOW AREA

AutoCAD SHX Text
WINDOW CLASS

AutoCAD SHX Text
ENTRY DOOR CLASS (MAX 28 SQ. FT.)

AutoCAD SHX Text
FULL LIGHT GLASS DOOR CLASS

AutoCAD SHX Text
OTHER DOORS (50%%% MAX GLAZING) (*)

AutoCAD SHX Text
SKYLIGHT CLASS (MAX. 2% OF HEATED SPACE)

AutoCAD SHX Text
NO LIMIT

AutoCAD SHX Text
U = .35

AutoCAD SHX Text
U = .54

AutoCAD SHX Text
U = .40

AutoCAD SHX Text
U = .20

AutoCAD SHX Text
U = .60

AutoCAD SHX Text
30 PSF

AutoCAD SHX Text
ATTIC STORAGE (CLG JST) (L.L. + D.L.)

AutoCAD SHX Text
40 PSF

AutoCAD SHX Text
ROOF (L.L. + D.L.) (SHAKE/COMP)

AutoCAD SHX Text
ROOF (L.L. + D.L.) 

AutoCAD SHX Text
48 PSF

AutoCAD SHX Text
PRESCRIPTIVE ENVELOPE REQUIREMENTS

AutoCAD SHX Text
AN ADDITIONAL MEASURE MUST BE SELECTED.  SEE ADDITIONAL MEASURE BELOW.

AutoCAD SHX Text
1.  ALL WORK IS TO COMPLY WITH THE LATEST ADOPTED VERSION OF THE NEW YORK STATE RESIDENTIAL CODE AND/OR ANY APPLICABLE COUNTY OR LOCAL JURISDICTION.

AutoCAD SHX Text
10.  ALL EXTERIOR WINDOWS ARE TO BE DOUBLE GLAZED AND ALL EXTERIOR DOORS ARE TO BE SOLID CORE WITH WEATHERSTRIPPING. PROVIDE 1/2" IN. DEAD BOLT LOCKS ON ALL EXTERIOR DOORS, AND LOCKING DEVICES ON ALL DOORS AND WINDOWS WITHIN 10' FT. (VERTICAL) OF GRADE. 

AutoCAD SHX Text
9.  SKYLIGHTS ARE ASSUMED TO BE PRE-MANUFACTURED UNIT SKYLIGHTS.  UNIT SKYLIGHTS SHALL BE COMPLIANT WITH THE REQUIREMENTS OF O.R.S.C. SECTION NF1112.

AutoCAD SHX Text
8.  ALL WINDOWS WITHIN 24" OF ANY DOOR (REGARDLESS OF WALL PLANE), AND WHOSE BOTTOM EDGE IS LESS THAN 60" ABOVE FLOOR OR WALKING SURFACE SHALL HAVE TEMPERED GLAZING.

AutoCAD SHX Text
7.  INSULATE ALL ACCESS DOOR/HATCHES TO CRAWLSPACES AND ATTICS TO THE EQUIVALENT RATING OF THE WALL, FLOOR, OR CEILING THROUGH WHICH THEY PENETRATE.

AutoCAD SHX Text
6.  ALL EXPOSED INSULATION IS TO HAVE A FLAME SPREAD RATING NOT TO EXCEED 25.  A SMOKE-DEVELOPED INDEX NOT TO EXCEED 450, WHEN TESTED IN ACCORDANCE WITH ASTM E 84, AND CRITICAL RADIANT FLUX NOT LESS THAN 0.12 WATTS PER SQUARE CENTIMETER.

AutoCAD SHX Text
11.  GLAZING IN DOORS AND ENCLOSURES FOR HOT TUBS, WHIRLPOOLS,  SAUNAS, STEAM ROOMS, BATHTUBS & SHOWERS, AND IN ANY PART OF A  BUILDING WALL ENCLOSING THESE COMPARTMENTS, WHERE BOTTOM EDGE  OF GLAZING IS LESS THAN 60" MEASURED VERTICALLY ABOVE ANY  STANDING OR WALKING SURFACE, TO BE TEMPERED GLAZING.

AutoCAD SHX Text
12.  BASEMENTS  AND EVERY SLEEPING ROOM TO  HAVE MIN. WINDOW OPENING OF 5.7 SQ. FT. WITH A MIN. WIDTH OF 20" IN.  AND A SILL HGT. NOT MORE THAN 44" IN. ABOVE FIN. FLOOR.

AutoCAD SHX Text
13.  SMOKE DETECTORS SHALL BE INSTALLED IN EA. SLEEPING ROOM,  OUTSIDE THE IMMEDIATE VICINITY OF EACH SLEEPING AREA AND ON  EACH STORY OF THE DWELLING.  ALL DETECTORS SHALL BE  INTERCONNECTED SUCH THAT THE ACTUATION OF ONE ALARM WILL  ACTUATE ALL THE ALARMS AND WILL BE AUDIBLE IN ALL SLEEPING  AREAS OVER BACKGROUND NOISE LEVELS WITH ALL INTERVENING DOORS  CLOSED.

AutoCAD SHX Text
14.  ELECTRICAL RECEPTACLES IN BATHROOMS, KITCHENS, EXTERIOR  LOCATIONS AND GARAGES SHALL BE G.F.I. OR G.F.I.C. PER NATIONAL  ELECTRICAL CODE (N.E.C.) REQUIREMENTS. 

AutoCAD SHX Text
15.  INTERIOR & EXTERIOR STAIRS SHALL HAVE A MEANS TO ILLUMINATE  THE STAIRS, INCLUDING LANDINGS & TREADS.  INTERIOR STAIRS OF 6  STEPS OR MORE SHALL HAVE THE REQUIRED LIGHTING IN THE IMMEDIATE  VICINITY OF THE TOP & BOTTOM OF THE STAIRS.  EXTERIOR STAIRWAYS  SHALL BE PROVIDED WITH AN ARTIFICIAL LIGHT SOURCE LOCATED IN THE  IMMEDIATE VICINITY OF THE TOP LANDING OF STAIR. EXTERIOR STAIRS  LEADING FROM GRADE TO BASEMENT SHALL HAVE AN ARTIFICIAL LIGHT  SOURCE IN THE IMMEDIATE VICINITY OF THE BOTTOM LANDING OF STAIRS.  LIGHTING FOR INTERIOR STAIRS SHALL BE CONTROLLED FROM TOP &  BOTTOM OF EA. STAIR.  

AutoCAD SHX Text
16.  PROVIDE COMBUSTION AIR VENTS (W/ SCREEN AND BACK DAMPER)  FOR FIREPLACES, WOOD STOVES, AND ANY APPLIANCES WITH AN OPEN  FLAME.

AutoCAD SHX Text
17.  BATHROOMS AND UTILITY ROOMS ARE TO BE VENTED TO THE OUTSIDE  WITH A FAN CAPABLE OF PRODUCING A MIN. 80 cfm INTERMITTENT, ROOMS W/ BATHING OR SPA FACILITIES SHALL BE CONTROLLED BY A DEHUMIDISTAT, TIMER OR SIMILAR MEANS OF AUTOMATIC CONTROL,  DRYER & RANGE HOODS ARE ALSO TO BE VENTED TO EXTERIOR.

AutoCAD SHX Text
18.  SPECIFIC MANUFACTURES AND MATERIALS DEPICTED ON THESE PLANS  ARE AN INDICATION OF QUALITY AND STRENGTH.  VERIFY ALL  CONSTRUCTION MATERIAL SUBSTITUTIONS WITH CURRENT APPLICABLE  BUILDING CODES AND LOCAL BUILDING OFFICAILS PRIOR TO  INSTALLATION/SUBSTITUTION.

AutoCAD SHX Text
FRAMING NOTES:

AutoCAD SHX Text
LVL MATERIALS **

AutoCAD SHX Text
Fb = 2600  E = 1.8 Fv = 285

AutoCAD SHX Text
Fb = 2900  E = 2.0 Fv = 290

AutoCAD SHX Text
*  PSL INDICATES PARALLEL STRAND LUMBER

AutoCAD SHX Text
** LVL INDICATES LAMINATED VENEER LUMBER

AutoCAD SHX Text
PSL MATERIALS *

AutoCAD SHX Text
H.

AutoCAD SHX Text
LUMBER SPECIES:

AutoCAD SHX Text
9.

AutoCAD SHX Text
A. POSTS, BEAMS, HEADERS

AutoCAD SHX Text
JOISTS AND RAFTERS

AutoCAD SHX Text
SILLS, PLATES, BLOCKING

AutoCAD SHX Text
BRIDGING ETC.

AutoCAD SHX Text
STUDS

AutoCAD SHX Text
POST & BEAM DECKING

AutoCAD SHX Text
PLYWOOD SHEATHING

AutoCAD SHX Text
GLU-LAM BEAMS

AutoCAD SHX Text
B.

AutoCAD SHX Text
C.

AutoCAD SHX Text
E.

AutoCAD SHX Text
F.

AutoCAD SHX Text
G.

AutoCAD SHX Text
NO. 2 DOUGLAS FIR

AutoCAD SHX Text
NO. 3 DOUGLAS FIR

AutoCAD SHX Text
STUD GRADE S.P.F

AutoCAD SHX Text
UTILITY GRADE D.F.

AutoCAD SHX Text
\" CDX PLY, 32/16

AutoCAD SHX Text
Fb-2400, DRY ADH.

AutoCAD SHX Text
(EXT. ADH @ EXT. CONDITIONS)

AutoCAD SHX Text
STUDS OVER 10' HIGH

AutoCAD SHX Text
D.

AutoCAD SHX Text
NO. 2 OR BETTER D/F

AutoCAD SHX Text
I. 

AutoCAD SHX Text
METAL HANGERS & FASTENERS USED WITH P.T. LUMBER TO BE

AutoCAD SHX Text
STAINLESS STEEL OR HOT DIPPED GALVINIZED.

AutoCAD SHX Text
1.  ALL EXTERIOR WALL OPENINGS & BEARING WALL OPENINGS TO HAVE (2)2 X 10 HEADERS UNLESS OTHERWISE INDICATED.  

AutoCAD SHX Text
2.  ALL EXTERIOR WALLS TO BE BUILT OF 2 X 6 STUDS @ 16" O.C. TYPICALLY UNLESS NOTED OTHERWISE.  ALL INTERIOR WALLS ARE TO BE BUILT OF 2 X 4 STUDS @ 16" O.C. TYPICALLY UNLESS NOTED OTHERWISE.  ALL INTERIOR WALLS SUPPORTING TWO OR MORE FLOORS AND 1 OR MORE ROOF/CEILING ASSEMBLIES SHALL BE 2 X 6 STUDS @ 16" O.C.  

AutoCAD SHX Text
3.  ALL METAL CONNECTORS TO BE "SIMPSON" OR EQUIVALENT.  U.N.O. JOISTS HUNG ON FLUSH BEAMS TO BE ATTACHED WITH U210 OR EQUIVALENT.  MULTIPLE JOISTS USE U210-2/U210-3 AS REQUIRED.  USE OF 10d X 1-1/2" NAILS ARE ALLOWED WITH THESE TYPE OF HANGERS UNLESS NOTED ON THE PLANS.  SEE NAIL CONVERSION CHART FROM CURRENT SIMPSON CATALOG FOR OTHER NOTES AND RESTRICTIONS THAT MAY APPLY.

AutoCAD SHX Text
4.  PROVIDE MIN DOUBLE JOISTS UNDER ALL BEARING WALLS ABOVE, RUNNING PARALLEL TO JOISTS AND SOLID BLOCKING BELOW ALL BEARING WALLS RUNNING PERPENDICULAR TO FLOOR JOISTS.

AutoCAD SHX Text
5.  PROVIDE POSITIVE VENTILATION AT EACH END OF EACH RAFTER SPACE AT VAULTED CLG AREAS,  AND INSULATION BAFFLES AT EAVE VENTS BETWEEN RAFTERS.  RAFTER VENTILATION IS ALSO REQUIRED AT BLOCKING LOCATIONS ABOVE THE PLATE.

AutoCAD SHX Text
6.  PROVIDE FIRE BLOCKING, DRAFT STOPS, & FIRE STOPS AS PER NYS RESIDENTIAL CODE 

AutoCAD SHX Text
7.  HIPS, VALLEY'S AND RIDGES SHALL NOT BE LESS IN DEPTH THAN THE END CUT OF THE RAFTER.

AutoCAD SHX Text
8.  UNLESS NOTED OTHERWISE, POST TO BEAM CONNECTIONS REQUIRE "SIMPSON" BC SERIES CAP/BASE (OR APPROVED EQUAL) CONNECTORS. EXTERIOR APPLICATIONS REQUIRE "SIMPSON" EPB SERIES BASES U.N.O. AND INTERIOR GARAGE POSTS REQUIRE "SIMPSON" CB SERIES BASES.

AutoCAD SHX Text
10.

AutoCAD SHX Text
NAILING SCHEDULE:

AutoCAD SHX Text
JOIST TO SILL OR GIRDER

AutoCAD SHX Text
BRIDGING TO JOIST

AutoCAD SHX Text
2" SUBFLOOR TO GIRDER

AutoCAD SHX Text
SOLE PL. TO JOIST

AutoCAD SHX Text
TOP PL. TO STUDS

AutoCAD SHX Text
STUD TO SOLE PL.

AutoCAD SHX Text
DOUBLE STUDS

AutoCAD SHX Text
DOUBLE TOP PL.

AutoCAD SHX Text
CONTINUOUS HEADER (2 PC.)

AutoCAD SHX Text
CLG. JST. TO PL.

AutoCAD SHX Text
CLG. JST. LAP OVER PL.

AutoCAD SHX Text
CLG. JST. TO RAFTER

AutoCAD SHX Text
RAFTER TO TOP PL.

AutoCAD SHX Text
BUILT-UP CORNER STUDS

AutoCAD SHX Text
PLYWOOD SUBFLOOR

AutoCAD SHX Text
PLY WALL & ROOF SHEATHING

AutoCAD SHX Text
TOP PL. AT INTERSECTIONS

AutoCAD SHX Text
MULTIPLE JOISTS (UP TO 3)

AutoCAD SHX Text
MULTIPLE JOISTS (OVER 3)

AutoCAD SHX Text
1 X 6 SPACED SHEATHING

AutoCAD SHX Text
3-8d

AutoCAD SHX Text
3-8d

AutoCAD SHX Text
2-16d

AutoCAD SHX Text
16d @ 16"o.c.

AutoCAD SHX Text
2-16d

AutoCAD SHX Text
3-8d OR

AutoCAD SHX Text
2-16d

AutoCAD SHX Text
10d @ 24"o.c.

AutoCAD SHX Text
10d @ 24"o.c.

AutoCAD SHX Text
16d @ 16"o.c.

AutoCAD SHX Text
3-8d

AutoCAD SHX Text
3-10d

AutoCAD SHX Text
3-10d

AutoCAD SHX Text
2-16d

AutoCAD SHX Text
10d @ 24"o.c.

AutoCAD SHX Text
6d @ 6" o.c. 

AutoCAD SHX Text
6d @ 12" o.c.

AutoCAD SHX Text
8d @ 6" o.c.

AutoCAD SHX Text
8d @ 12" o.c.

AutoCAD SHX Text
2-10d

AutoCAD SHX Text
16d @ 15" o.c.

AutoCAD SHX Text
\"~ BOLTS W/WASHERS

AutoCAD SHX Text
STAGGERED @ 24" o.c.

AutoCAD SHX Text
2-8d

AutoCAD SHX Text
TOE NAIL

AutoCAD SHX Text
TOE NAIL

AutoCAD SHX Text
BLIND & FACE

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
END NAIL

AutoCAD SHX Text
TOE NAIL

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
EDGE NAIL

AutoCAD SHX Text
TOE NAIL

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
TOE NAIL

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
EDGE NAIL

AutoCAD SHX Text
FIELD NAIL

AutoCAD SHX Text
EDGE NAIL

AutoCAD SHX Text
FIELD NAIL

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
STAGGERED

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
COLLAR TIES (EA. END)

AutoCAD SHX Text
3-10d (U.N.O.)

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
SOLID BLOCKING @ BEARING

AutoCAD SHX Text
3-8d 

AutoCAD SHX Text
TOE NAIL

AutoCAD SHX Text
RAFTERS TO HIPS, VALLEY

AutoCAD SHX Text
OR RIDGES

AutoCAD SHX Text
4-16d

AutoCAD SHX Text
3-16d

AutoCAD SHX Text
TOE NAIL

AutoCAD SHX Text
FACE NAIL

AutoCAD SHX Text
STAPLED ROOF SHEATHING

AutoCAD SHX Text
EDGE NAIL

AutoCAD SHX Text
FIELD NAIL

AutoCAD SHX Text
3" o.c.

AutoCAD SHX Text
6" o.c.

AutoCAD SHX Text
16 ga. 7/16" CROWN 1[" MIN.

AutoCAD SHX Text
RAFTER LEDGERS

AutoCAD SHX Text
EACH STUD

AutoCAD SHX Text
3-20d

AutoCAD SHX Text
2 X 12

AutoCAD SHX Text
18'-10"

AutoCAD SHX Text
23'-0"

AutoCAD SHX Text
26'-7"

AutoCAD SHX Text
22-11"

AutoCAD SHX Text
19'-10"

AutoCAD SHX Text
16'-2"

AutoCAD SHX Text
2 X 10

AutoCAD SHX Text
2 X 8

AutoCAD SHX Text
13'-2"

AutoCAD SHX Text
16'-2"

AutoCAD SHX Text
18'-8"

AutoCAD SHX Text
14'-10"

AutoCAD SHX Text
12'-10"

AutoCAD SHX Text
10'-5"

AutoCAD SHX Text
24"

AutoCAD SHX Text
16"

AutoCAD SHX Text
12"

AutoCAD SHX Text
2 X 6

AutoCAD SHX Text
12"

AutoCAD SHX Text
16"

AutoCAD SHX Text
24"

AutoCAD SHX Text
12"

AutoCAD SHX Text
16"

AutoCAD SHX Text
24"

AutoCAD SHX Text
12"

AutoCAD SHX Text
16"

AutoCAD SHX Text
24"

AutoCAD SHX Text
MEMBER

AutoCAD SHX Text
O.C.

AutoCAD SHX Text
SPAN

AutoCAD SHX Text
SPAC'G

AutoCAD SHX Text
MAX.

AutoCAD SHX Text
MAX.

AutoCAD SHX Text
SPAN

AutoCAD SHX Text
8'-1"

AutoCAD SHX Text
9'-9"

AutoCAD SHX Text
10'-9"

AutoCAD SHX Text
14'-2"

AutoCAD SHX Text
12'-7"

AutoCAD SHX Text
10'-3"

AutoCAD SHX Text
12'-7"

AutoCAD SHX Text
15'-5"

AutoCAD SHX Text
17'-9"

AutoCAD SHX Text
20'-7"

AutoCAD SHX Text
17'-10"

AutoCAD SHX Text
14'-7"

AutoCAD SHX Text
NO. 2 D.F.

AutoCAD SHX Text
DF. #2

AutoCAD SHX Text
17'-5"

AutoCAD SHX Text
21'-4"

AutoCAD SHX Text
24'-8"

AutoCAD SHX Text
21'-2"

AutoCAD SHX Text
18'-5"

AutoCAD SHX Text
15'-0"

AutoCAD SHX Text
12'-3"

AutoCAD SHX Text
15'-0"

AutoCAD SHX Text
17'-2"

AutoCAD SHX Text
13'-5"

AutoCAD SHX Text
11'-11"

AutoCAD SHX Text
9'-8"

AutoCAD SHX Text
(10# D.L.)

AutoCAD SHX Text
SPAN

AutoCAD SHX Text
MAX.

AutoCAD SHX Text
RAFTERS

AutoCAD SHX Text
MAX.

AutoCAD SHX Text
SPAC'G

AutoCAD SHX Text
SPAN

AutoCAD SHX Text
O.C.

AutoCAD SHX Text
MBR

AutoCAD SHX Text
24"

AutoCAD SHX Text
16"

AutoCAD SHX Text
12"

AutoCAD SHX Text
24"

AutoCAD SHX Text
16"

AutoCAD SHX Text
12"

AutoCAD SHX Text
24"

AutoCAD SHX Text
16"

AutoCAD SHX Text
12"

AutoCAD SHX Text
TILE

AutoCAD SHX Text
(19# D.L.)

AutoCAD SHX Text
(L/240 L.L.)

AutoCAD SHX Text
2 X 6

AutoCAD SHX Text
12"

AutoCAD SHX Text
16"

AutoCAD SHX Text
24"

AutoCAD SHX Text
8'-2"

AutoCAD SHX Text
10'-0"

AutoCAD SHX Text
11'-7"

AutoCAD SHX Text
14'-7"

AutoCAD SHX Text
12'-7"

AutoCAD SHX Text
10'-2"

AutoCAD SHX Text
2 X 8

AutoCAD SHX Text
2 X 10

AutoCAD SHX Text
12'-8"

AutoCAD SHX Text
15'-6"

AutoCAD SHX Text
17'-11"

AutoCAD SHX Text
20'-9"

AutoCAD SHX Text
18'-0"

AutoCAD SHX Text
14'-8"

AutoCAD SHX Text
2 X 12

AutoCAD SHX Text
SPAN TABLES

AutoCAD SHX Text
COMP./

AutoCAD SHX Text
SHAKE

AutoCAD SHX Text
(30# L.L.)

AutoCAD SHX Text
FLOOR

AutoCAD SHX Text
(40# L.L.)

AutoCAD SHX Text
(20# L.L.)

AutoCAD SHX Text
CEILING

AutoCAD SHX Text
(10# D.L.)

AutoCAD SHX Text
JOISTS

AutoCAD SHX Text
(L/240 L.L.)

AutoCAD SHX Text
(L/360 L.L.)

AutoCAD SHX Text
BASED ON WWPA,  4th EDITION (SIMPLE UNIFORM LOADING)

AutoCAD SHX Text
AND BUILDING CODE AND THE NEW YORK STATE ENERGY CONSERVATION CODE, AS CURRENTLY IN EFFECT

AutoCAD SHX Text
COMPLIAMCE WITH THE APPLICABLE PROVISIONS OF THE NEW YORK STATE UNIFORM FIRE PREVENTION

AutoCAD SHX Text
AARON B. TILLER,THE PLANS AND  SPECIFICATIONS DEPICTED ON THESE DRAWINGS ARE IN

AutoCAD SHX Text
TO THE BEST OF THE KNOWLEGGE, BELIEF, AND PROFESSIONAL JUDGEMENT OF THE UNDERSIGNED 

AutoCAD SHX Text
STAND-OFF BRACKET

AutoCAD SHX Text
SIMPSON ARCHITECTURAL

AutoCAD SHX Text
6" #1 STONE BASE

AutoCAD SHX Text
SECTION

AutoCAD SHX Text
SCALE: 1/2" = 1'-0"

AutoCAD SHX Text
A

AutoCAD SHX Text
A101

AutoCAD SHX Text
RUN OF

AutoCAD SHX Text
BANK GRAVEL

AutoCAD SHX Text
CLEAN

AutoCAD SHX Text
NOTE: FOOTING SHALL BE POURED

AutoCAD SHX Text
ON UNDISTURBED SOIL.

AutoCAD SHX Text
(4)#4 DOWELS  VERT.

AutoCAD SHX Text
RIDGE CAP

AutoCAD SHX Text
2"x12"@16" O.C. DF

AutoCAD SHX Text
CONTINUOUS GRACE ICE AND WATER SHIELD

AutoCAD SHX Text
ALUMINUM SOFFIT

AutoCAD SHX Text
AND FASCIA

AutoCAD SHX Text
12

AutoCAD SHX Text
8

AutoCAD SHX Text
SCALE: 1/2"=1'-0"

AutoCAD SHX Text
4" CONCRETE SLAB

AutoCAD SHX Text
4000 PSI W/ 6x6x10/10 WWM

AutoCAD SHX Text
PAINT SHERWIN WILLIAMS

AutoCAD SHX Text
SOFTWARE

AutoCAD SHX Text
PT 6"x6" POST

AutoCAD SHX Text
NEW SNAP LOCK METAL ROOFING

AutoCAD SHX Text
(2) 2"x12" 

AutoCAD SHX Text
1"x6" T&G PINE CEILING

AutoCAD SHX Text
16" DIA SONATUBE

AutoCAD SHX Text
3500 PSI CONCRETE W/

AutoCAD SHX Text
PAINT SHERWIN WILLIAMS

AutoCAD SHX Text
SOFTWARE

AutoCAD SHX Text
AZEK TRIM

AutoCAD SHX Text
LET IN EXTERIOR TO POST

AutoCAD SHX Text
(4) 1/2"x5" LAGS

AutoCAD SHX Text
OPTION: USE HELICAL PILES


	Part1SS1: 
	Part1SS2: 
	Part1SS3: 
	Part1SS4: 
	Part1SS5: 
	Part1SS6: 
	Part1SS7: 
	Part1SS8: 
	Part1SS9: 
	Part1SS10: 
	Part1SS11: 
	Part11: Off
	Part 1: 
	2: 
	SS1: 


	Part12: Off
	Part13a: 
	Part13b: 
	Part13c: 
	Specify: 
	Part15a: Off
	Part15b: Off
	Part16: Off
	Part17: Off
	Part18a: Off
	Part18b: Off
	Part17SS1: 
	Part19SS1: 
	Part18c: Off
	Part19: Off
	Part110: Off
	Part111: Off
	Part112a: Off
	Part112b: Off
	Part113a: Off
	Part113b: Off
	Part114SS5Agricultural: Off
	Part114SS7Early: Off
	Part114SS4Urban: Off
	Part114SS6Suburban: Off
	Part114SS1Shoreline: Off
	Part114SS3Forest: Off
	Part114SS2Wetland: Off
	Part115: Off
	Part116: Off
	Part117: Off
	Part118: Off
	Part117a: Off
	Part117b: Off
	Part119: Off
	Part120: Off
	Public/Private Water Supply: 
	Part113bSS1: 
	Part117bSS1: 
	Part118SS1: 
	Part119SS1: 
	Part120SS1: 
	Part1Applicant Name: 
	Part1Signature: 
	Part1Date: 
	Part1Title: 
	Part14SS1Urban: Off
	Part14SS2Forest: Off
	Parkland: Off
	Part14SS4Rural: Off
	Part14SS5Agriculture: Off
	Part14SS6Industrial: Off
	Part14SS7Aquatic: Off
	Part14SS8Commercial: Off
	Part14SS9Other: Off
	Part14SS10Residential: Off
	Print Form: 
	Part111SS2: 
	Part112SS1:                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                              


